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TZ COASTAL MONITORING  

MINIMUM REQUIREMENTS 

 

ONE RADAR WITHOUT 

RECORD/REPLAY 

 

OS: Windows 7/8 Windows 7 

PRO recommended 

 

Processor: 2 GHz Dual Core 

 

 

RAM: 4 GB 

 

HDD: 20 GB of free memory 

 

Screen Resolution: 1024*800 

 

Video Board: 

 ATI or Nvidia 

Dedicated Video Board 

with 256 MB 

 

 Dedicated Video Board 

with 512 MB 

recommended 

 

TWO RADARS WITHOUT 

RECORD/REPLAY 

 

OS: Windows 7/8 Windows 7 

PRO recommended 

 

Processor: 2 GHz Dual Core 

 

 

RAM: 4 GB 

 

HDD: 20 GB of free memory 

 

Screen Resolution: 1024*800 

 

Video Board: 

 ATI or Nvidia Dedicated 

Video Board with 512 

MB 

 

 Dedicated Video Board 

with 1 GB recommended 

 

ONE OR TWO RADARS WITH 

RECORD/REPLAY 

 

OS: Windows 7/8 Windows 7 

PRO recommended 

 

Processor: WorkStation  

(2.5 GHz Multi-core) 

 

RAM: 8 GB 

 

HDD: 1 TB RAID 

 

Screen Resolution: 1024*800 

 

Video Board: 

 Dedicated Video Board 

with 512 MB 
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ONE RADAR WITHOUT RECORD/REPLAY 

 

OS: Windows 7/8 Windows 7 PRO recommended 

Processor: 2 GHz Dual Core 

RAM: 4 GB 

HDD: 20 GB of free memory 

Screen Resolution: 1024*800 

Video Board: 

 ATI or Nvidia Dedicated Video Board with 256 MB 

 Dedicated Video Board with 512 MB 

recommended 
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TWO RADARS WITHOUT RECORD/REPLAY 

 

OS: Windows 7/8 Windows 7 PRO recommended 

Processor: 2 GHz Dual Core 

RAM: 4 GB 

HDD: 20 GB of free memory 

Screen Resolution: 1024*800 

Video Board: 

 ATI or Nvidia Dedicated Video Board with 512 MB 

 Dedicated Video Board with 1 GB recommended 
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ONE OR TWO RADARS WITH RECORD/REPLAY 

 

OS: Windows 7/8 Windows 7 PRO recommended 

Processor: WorkStation (2.5 GHz Multi-core) 

RAM: 8 GB 

HDD: 1 TB RAID 

Screen Resolution: 1024*800 

Video Board: 

 Dedicated Video Board with 512 MB 


